
 

 

 

 

 HP E90AT-CF-19 :  HELIPLUS, 90° endmills with a CLICKFIT adaptation carrying the HP AD.. 1906.. inserts with 18 mm long, helical cutting edges. 

 
  

 
  

           

     

  Designation 
 

D 
 

Z 
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L6 
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D3 
 

Shank 
 

Rd° 
 

Kg 
HP E90AT-D40-2-CF4-19 40.00 2 18.00 53.00 95.00 43.00 44.00 CF4 6.0 0.63 
HP E90AT-D40-3-CF4-19 40.00 3 18.00 53.00 95.00 43.00 44.00 CF4 6.0 0.59 
HP E90AT-D50-3-CF4-19 50.00 3 18.00 53.00 95.00 - 44.00 CF4 4.0 0.77 
HP E90AT-D50-4-CF4-19 50.00 4 18.00 53.00 95.00 - 44.00 CF4 4.0 0.74 

  

First loosely attach the inner clamping screw, then the outer one. In the same order tighten 

them both. 

For adaptation click on "More Info".  

  
    

 

http://www.iscar.com/Ecat/familyhdrprint.asp/fnum/2316/mapp/ML/app/57/GFSTYP/M/lang/EN/type/1
http://www.iscar.com/Ecat/familyhdrprint.asp/fnum/2316/mapp/ML/app/75/GFSTYP/M/lang/EN/type/1
http://www.iscar.com/Ecat/familyhdrprint.asp/fnum/2316/mapp/ML/app/132/GFSTYP/M/lang/EN/type/1
http://www.iscar.com/Ecat/familyhdrprint.asp/fnum/2316/mapp/ML/app/59/GFSTYP/M/lang/EN/type/1
http://www.iscar.com/Ecat/familyhdrprint.asp/fnum/2316/mapp/ML/app/61/GFSTYP/M/lang/EN/type/1

